
PRODUCT INFORMATION

Attollo’s solution for an easy to fit 
compact sideshifting fork positioner. 
This unit offers features including 
high visibility, soft stop (end of 
cylinder stroke dampening) and 
jump fitting to carriages (wide frame 
sideshift fork positioners that fit 
onto standard width carriages).

Fork positioning allows an increase 
in productivity, reduces the risk 
of operator injury by eliminating 
manual adjustment of forks across 
the carriage, coupled with the ability 
to sideshift means your forklift is 
equipped to handle most palletised 
loads with ease.

Features
}} Hydraulic connections to 

bulkhead fittings for ease 
of installation
}} Soft stop – end of cylinder 

stroke dampening
}}No welding required for fit up 
}}Roller bottom slides
}}±100mm sideshift
}}Simultaneous fork positioning }} 
Flow restrictors to adjust for 

equal fork travel speed
}} Use your existing load guard 
to reduce costs 
}}Jump ability.

Options
}}Non side shifting
}} Pressure relief valve to ensure 

no clamping with forks
}} Anti drift hydraulics (standard 

on Class IV models)
}}Load backrest
}}Fork arms
}}Other widths
}} Hose reels, solenoid valves 

and buttons for easy 
hydraulic installation.

Non-Weld Sideshift Fork Positioner

Model  
FRS

CLS Capacity Carr. 
Width

Min truck 
carr. width

Opening 
Range

Lost 
Load

HCG VCG Wt

kg/mm A mm mm B mm mm mm mm kg

LB2 025 102 II 2500/500 1020 860 340 – 914 72 38 320 107

LB2 025 120 II 2500/500 1200 860 340 – 1094 72 41 320 125

LB2 025 150 II 2500/500 1500 860 340 – 1394 82 51 320 155

LB2 025 180 II 2500/500 1800 860 340 – 1694 82 53 320 215

LB2 025 200 II 2500/500 2000 860 340 – 1894 82 55 320 230

LB3 030 100 III 3000/500 1000 860 340 – 894 82 42 348 127

LB3 030 106 III 3000/500 1060 860 340 – 944 82 42 348 131

LB3 030 110 III 3000/500 1100 860 340 – 994 82 43 348 137

LB3 030 130 III 3000/500 1300 860 340 – 1194 82 44 348 153

LB3 030 150 III 3000/500 1500 860 340 – 1394 92 45 348 170

LB3 050 116 III 5000/500 1160 1040 390 – 1054 82 44 348 152

LB3 050 119 III 5000/500 1190 1040 390 – 1084 82 44 348 153

LB3 050 130 III 5000/500 1300 1040 390 – 1194 82 45 348 183

LB3 050 150 III 5000/500 1500 1040 390 – 1394 92 45 348 198

LB3 050 180 III 5000/500 1800 1040 390 – 1694 92 46 348 248

LB3 050 200 III 5000/500 2000 1040 390 – 1894 92 48 348 268

LB4 050 119 IV 5000/600 1190 1040 390 – 1076 92 49 526 200

LB4 050 130 IV 5000/600 1300 1040 390 – 1186 92 51 524 238

LB4 050 160 IV 5000/600 1600 1040 390 – 1486 92 54 521 270

LB4 050 180 IV 5000/600 1800 1040 390 – 1686 102 60 518 353

LB4 080 150 IV 8000/600 1500 1400 390 – 1366 102 51 527 362

LB4 080 180 IV 8000/600 1700 1400 390 – 1566 102 53 520 395

LB4 080 220 IV 8000/600 2200 1400 390 – 2066 102 57 504 472

LB4 080 240 IV 8000/600 2400 1400 390 – 2266 112 60 500 540

Talk with your local Kaup representative about your attachment needs

1800 464 712  kaup.com.au 
5-11 Helium St  Narangba  Queensland  4504  Australia
Tel +61 7 3888 1277  Fax +61 7 3888 3838
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